
Claimer – Cast 390 hypereutectic alloy with “AS CAST” valve pockets for street and entry 
class race applications.

KB – Cast 390 hypereutectic alloy with fully machined crown and valve pockets.  Wide range 
of applications from street / towing / marine / race.
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Step-Head featuresa ne levated quench& is 
mainly used on heads that havear ecessed quench
such as some Chrysler applications.I ta llows
builderst om aximizew hat quencht heyh ave.

KB calculates its compression ratio based on a. 030 oversize,z ero deck, and a. 040 quench.
Theser atiosa re givena sa guideline.To get exact ratios youm ust calculatethem based on
exact numbersa ttained from your parts.
See our website uempistons.com and go to Calculatorsf or au ser friendly compression calculator.
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Thiss ection will helpy ou match the headt ype
with the descriptioni nt he catalog.The head
designm ay not be exact but shouldg ivea close
approximation of what thep istonw ill look like.

Quench

Elevated
Quench

• Length 2.250 X. 927 Diameter /8 8G ram 
Part No.R -71

• Length 2.500 X. 927 Diameter /9 8G ram 
Part No.R -60

• Length 2.750 X. 912 Diameter / 105 Gram 
Part No.R -72

• Length 2.750 X. 927 Diameter / 107 Gram 
Part No.R -61

• Length 2.750 X. 984 Diameter / 107 Gram 
Part No.R -73

• Length 3.007 X. 927 Diameter / 118 Gram 
Part No.R -20

WARRANTY
KB PerformanceP istonp roducts (parto fU .E.&M.)a re sold without warranty or

guaranteeo fa ny kind.K BP erformance Pistons shall not under any 
circumstancesb e liablef or special, incidental or consequentiald amageso fa ny

kind from thep urchase, installation,o ru se of thesep roducts.
KB PerformanceP istons makesn og uaranteeo rw arranty on emissions.
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LIGHT WEIGHT TOOL STEEL PINS

COMPRESSION RATIOS

HEAD DESIGN

Quench

No Quench

Quench

D-Cup – Maintains quench design and keeps the
piston rim level all the way around.

Step-dish maintains the full quench while lowering
the rest of piston rim below deck. This design
allows for a big volume dish on long strokes while 
still maintaining the quench.

Circular Dish Design - Has no quench and the
dish is just lowered below the rim of the piston.

Dome Design - Has raised area above the
quench portion of the piston.

Quench

Below Deck

Quench
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UltraWear M42 dry film lubricant
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LR906F

Offset pin. Use 4.0L block and rods with 
258ci. Crank. Press or floating rod..931"   0931X306A

1.0007 X 3.005 X .155

1.0007 X 3.005 X .155
†.060 Not Available

†
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†.STD Not Available
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†.020 Not Available

†
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†.STD Not Available

†

†.020 Not Available

†

†
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†.040 Not Available

†

†.020 Not Available

†

*.030 Not Available
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†.020 Not Available

†

†.060 Not Available

†

†.040 Not Available
.020 Not Available
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†.020 Not Available

†

*.030 & .040 Not Available
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†.STD Not Available
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†.STD Not Available

†

*.STD, .030 Not Available

*

†.STD, .030, .060 Not Available

†
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†.STD Not Available
*Will fit Edelbrock 118cc head

†

*
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†.100 Not Available

†

*Fits Edelbrock 118cc head

*
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Does not fit Edelbrock 65cc head.

LA
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LA

†.020 Not Available

†
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†.STD Not Available
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†.020 Not Available
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